Accessories——One-Touch Fittings
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GPC, GPL mini series

Ordering code

GPC 6 01 [1-M
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(PModel @Port size (@Thread connection (4)Standard color (B)Style type
GPC: Male connector (G thread)  Thread connection = Adaptable portsize | Standard color  Specification
M3: M3X0.5 . | :
3.9, 03.2mm | o ®32.04 Blank: Gray ' Rg:_t;e;,se button:
e ) M5: M5X0.8 ®3.2, ©4, ®6 | L
4: ©4mm 0 T M: Minitype
6: ®6mm 01: G1/8 ®4, ©6 D Black | Release button:
ettt et . Black
02: G1/4 oy
Specification Table for interface port and tube O.D.
N
- 2 =
Operating pressure range 0~10kgf/cm*(0~1.0MPa) Product series | Thread type Port size
Negative pressure -750mmHg(10Torr) ®3.2 >4 ®6
Proof pressure 1.5MPa M3 ° L
Ambient and fluid temperature (°C) -20~70 GPC M5 bt ot ot
Applicable tubing Soft nylon or polyurethane GPL G1/8 [ [}
Color Gray/black G1/4 [ ]
Product feature
1. The compact appearance space saving.
2. The threaded portion is attached with a
sealing gasket to prevent air leakage over the
connection thread portion.
3. Gray and black are optional for the release button.
Dimensions
GPC Series e : GPL Series
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Model\ltem ®D R [ K | X | 'Y HA HB Weight(g) PCS/bag Model\ltem ®D R ®P L K EA EB H| X | Y Weight(g)PCS/bag
GPC3.2M3-M 3.2 M3x0.5| 3 | 16 [11.5/6.8/8.7| 7 1.5 1.7 10 iGPL3.2M3-M M3x0.5 75 3112 4.5 1417 6.8/8.7 2.4 10
GPC3.2M5-M ~ " |M5x0.8/3.5| 16 |11.5/6.8/8.7| 7 | 2 2.0 10 'GPL3.2M5-M M5x0.8 (3.5 12 | 145 7 6.8/8.7] 2.7 10
GPC4M3-M M3x0.5| 3 (17.5/12.5/7.8/9.5| 8 1.5/ 2.4 10 : GPL4M3-M M3x0.5 3 12,5 147 /7.8/9.5/ 3.0 10
GPC4M5-M 4 M5x0.8/3.5| 17 (12.5/7.8/9.5|8 | 2 2.7 10 GPL4M5-M 4 M5x0.8 8.5 3.5[12.5 15 1457 |7.8/9.5/ 3.3 10
GPC401-M G1/8 5.5/ 16 [13.5/7.8/9.5 10| 3 3.6 10 ! GPL401-M G1/8 | T |5.5/12.5 14 110/7.8/9.5| 6.2 10
GPC402-M G1/4 6.5/16.5/13.5/7.8/9.5 14| 3 9.5 10 . GPL402-M G1/4 6.5(12.5 16.5(14/7.8/9.5| 14.1 10
GPC6M5-M 6 M5X0.8/3.5/18.5/13.5/9.8/11.7 10| 2 3.6 10 GPL6M5-M 6 M5XO.810 53.5 13.516 G15.5 719.811.7 4.0 10
GPC601-M G1/8 |5.5/18.5/15.5/9.8 11.7|11]| 4 6.0 10 ! GPL601-M G1/8 "715.5[13.5| 14510/ 9.8111.7 6.8 10
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