Preparation unit——Accessories AIl'TAL

GS. GF. GU. GP. GV Series pressure gauge
Symbol

Product feature @

1. It has sensitive reaction and can work under low pressure.

2. The displayed words in the dial are clear and there are
several pressure units to be selected.

3. There are several installation ways and installing accessories
to be selected.

Specification 4. Various dimensions of screw thread are available.
Model GS-40, GF-40, GU-40|/GS-50, GF-50, GU-50 GF-60, GU-60  Model GP-30 \ GP-40 | Gv-40
Fluid Air Fluid Air
Port size 1/8" \ 1/4" \ 1/4" Port size 1/8" \ 1/8" | s
Temperature range -20~70C Temperature range -20~70C
Accuracy grade 2.5 Accuracy grade 2.5
_ . 0~1.0MPa&0~140psi(Standard type) -100~0kPa
M 0~1.0MPa(Standard type); 0~0.4MPa(Lower pressure type) p 0~0.4MPa&0~60psi(Middle pressure type) &
The prefssure B 0~10 bar (Standard type); 0~4 bar (Lower pressure type) The pressure 0~0.2MPa&0~30psi(Lower pressure type)| —14~0psi
range of units - . . - 0~1.0MPa&0~10bar(Standard type) -100~0kPa
and P 0~140psi(Standard type); 0~60psi(Lower pressure type) rar)tge ofd I 0~0.4MPa&0~4bar(Middle pressurs type) &
instructions z 0~10kgf/cm? and 0~140psi(Dual-scale display, Standard type) units an 0~0.2MPa&0~2bar(Lower pressure type) | —14~0psi
0~4kgf/cm? and 0~60psi(Dual-scale display, Lower pressure type) instructions 0~10bar&0~140psi(Standard type) | ~100~0kPa
- - ’ T 0~4bar&0~60psi(Middle pressure type) &
Material of major parts Shell: SPCC; Core: Brass 0~2bar&0~30psi(Lower pressure type) —14~0psi
Material of major parts Shell: Stainless steel; Core: Brass
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Code scale type code Code amete scale yp
S: Standard ) M: MPa(PT) P-Stainless | 30: OD 30 0250.2MPa G.:MPa&ba_r(G)
Mount 30: 0D 30 P: psi(NPT) toel shall | 40- OD 40 04:0.4MPa |P:MPa&psi(PT)
. . | G:Pressure| F: Flange |40:0D40 |04:0.4MPa |’ |G Pressure | SteeIShel 40 10:1.0MPa |T:bar&psi(NPT)
F: Accessories : B: bar(G) F: Accessories
gause Mount | 50: 0D 50 |10: 1.0MPa Z: kgficm? : gause G:kPa&psi(G)
u: Ea””?' 60: 0D 60 & psi(PT) v: Vtac“:m 40: OD 4010:-100kPa |P:kPa&psi(PT)
oun yp T:kPa&psi(NPT)
Dimensions
GS Series GF Series GU Series
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Model| A B C D E Model A B C D E | F G H Model A B B1 C D E Fmax) G | H
GS-30| 33 1 21 31 116" GF-40 |42 | 11 | 21 | 37 |[1/8"| 60 |52.5 34 GU-40/42 117 | 28 | 44 |1/8" 5 21 |245
GS-40| 42 1 245 | 375 | 1/8" GF-50 | 52 | 14 | 26 | 47 |[1/4"| 71 | 62 |44 GU-50|52 14| 8 130.5| 50 |1/4" 7 24 | 35
GS-50| 52 14 265 | 445 | 1/4" GF-60 | 62 | 14 | 25 | 46 |1/4" 82 (715 44 GU-60/ 62 |14 8 |30.5/ 50 [1/4" 7 25 | 35
GP Series GV Series
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